
Mini Main 2mt
Design: Studio Tecnico Ivela

   

IP 20  

Product Code Color

7701-20-30 Black

General specifications

Product type Tracks

Mounting location Ceiling

Description Mini Main is a single-phase. single switch electrified track system. It is manufactured
in extruded aluminium alloy, polyester painted or anodized. The copper electrical
wires are located inside extruded PVC sheats within the track.

Physical specifications

Body Extruded aluminium

Electrical specifications

Voltage (V) 230/250

Weight and dimension

Length (mm) 2000

Height (mm) 22

Width (mm) 30

Accessories

Product Code 7802-00-W30

Name Live-end connector 

Height (mm) 65

Packaging quantity 4

Product Code 7803-00-W30

Name Central connector 

Length (mm) 90

Packaging quantity 6

Product Code 7800-00-30

Name Electro/mechanical adapter 6A (M10x1), load 5 Kg 

Length (mm) 79.5

Packaging quantity 1

Product Code 7805-00-W30

Name L joint 

Height (mm) 80

Packaging quantity 2

Product Code 7810-00-W30

Name Flexible joint 

Packaging quantity 8

Datasheet

Power tolerance ± 5% - Luminous flux tolerance ± 5% - Measurement uncertainty ± 10% - Ta: 25°C
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Product Code 7804-00-W30

Name Electrical straight joint 

Packaging quantity 10

Product Code 7806-00-30

Name Suspension kit with steel wire 2000 mm, 56 mm plate 

Length (mm) 56

Packaging quantity 10

Product Code 7807-02-W30

Name Wall/ceiling pair 

Packaging quantity 50

Product Code 7823-00-W30

Name Dead end 

Packaging quantity 10

Datasheet

Power tolerance ± 5% - Luminous flux tolerance ± 5% - Measurement uncertainty ± 10% - Ta: 25°C
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